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1. Remove the seat and right hand side cover. (Held in place by two 10mm bolts) Remove the chrome 

cover from the stock horn located below the headlights. (Held in place by two 5mm allen screws at 
the top of the cover)  

2. Unplug the wires from the stock horn. Locate the supplied 48” gray jacketed cord and attach the end 
with the piggyback jumpers to the horn wires. Plug these back onto the horn terminals as shown in 
photo (1). Remove the black plastic right side steering head frame cover (Held in place with two 5mm 
allen screws). Route the cord behind the headlights, along the right side of the frame and over the 
engine keeping it neatly out of sight. Cord should exit where as shown in photo (2A). Replace chrome 
horn cover and steering head frame cover.                  

3. Look at the supplied relay (See photo 2B) and identify the terminals per the wiring diagram. Attach 
the 2 wires from the gray cord to terminals #85 & #86. Attach the red wire of the fuse holder to 
terminal #30. Attach the other end of the fuse holder to the positive (+) battery terminal. Attach the 
single end of the 18” black wire to terminal #87 and route wire through swing arm area to the 
underside of the bike where the horns will mount. Secure relay to wire harness with supplied tie as 
shown in photo (2B).  

4. On the underside of the motorcycle frame, install the supplied black “L” bracket and hose clamp as 
shown in photo (3A). Install supplied flat mounting brackets for the horns (2 per horn) with supplied 
8mm bolt, lock washer and nut as shown in photo (3B). Nut and bolt should only be snug tight at this 
time. Place the 2 horns on brackets and position so they are not touching any part of the motorcycle or 
each other as shown in photo (4). Remove horns from brackets and tighten 8mm bolt and nut to 
secure brackets. 

5.  Attach 18” black wire from relay to one of the horns and the connected 6” jumper black wire to the 
other horn. Using the 6” black wire that has the 9” black ground wire connected together, attach one 
end of the wire to one of the horns and attach the other end to the other horn. Mount and secure the 
horns to the brackets using the supplied 6mm nuts. At this time again make sure the horns do not 
touch any part of the motorcycle or each other (see photo 4). Attach the 9” black ground wire to the 
6mm Torx head bolt on the motorcycle as shown in photo (4A). 

6. Turn on ignition and push horn button to test your new RIVCO horns.  

7. Replace and secure side cover and seat.  
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