














THANK YOU FOR
PURCHASING A
RIVCO PRODUCT!

RIVCO Products, Inc

Burlington, W1
262.763.8222

www.rivcoproducts.com



ELECTRONIC TRAILER ISOLATOR
INSTALLATION INSTRUCTIONS (for install on GL1800)

NOTE ! The isolator is designed for trailers with a five wire system which like
the motorcycle will have separate turn signal bulbs. If the trailer you will be
towing has a four wire system (combined brake and turn signal bulbs) you will
also need to add a five to four wire converter in line before the isolator. They
can be purchased at most auto parts stores as well as from us directly. Using the
supplied wiring diagram connect the five to four wire converter to the isolator as
shown and then proceed as described below.

Locate the left and right saddlebag wire connectors located below the trunk and above the hitch.
See Photo #1 on reverse side.

Unplug the left saddlebag 3-wire connector (one of the wires will be Orange); plug in the isolator
connectors with the Orange wire. See Photo #2 on reverse side.

Unplug the right saddlebag 3-wire connector (one of the wires will be Blue); plug in the isolator
connectors with the Blue wire.

Unplug either one of the saddlebag 2 wire connectors (solid Green and Green with Red tracer);
plug in the remaining 2 wire isolator connectors.

On 2001-2005 models mount the isolator to the floor of this wiring compartment using the
adhesive strips on the bottom of the isolator. On 2006 & newer models the stereo amplifier is
mounted in a large plastic box directly below the wire connectors. Unhook & lift the rubber
cover. Remove the two 8mm bolts from the rear of the box. Lower the box and mount the
isolator inside the amplifier box. (Clean the surface with rubbing alcohol to ensure good
adhesion). Replace the bolts and rubber cover.

Attach the black ground wire to the 10mm bolt on the left end of the horizontal cross brace tube
between the saddlebags. Be sure to place the terminal under the head of the bolt and not between
the brace and sub-frame. This can cause a poor or no ground.

Route the trailer wires down the left sub-frame tube to the bottom of the receiver or fender,
secure with cable ties provided. The trailer connector is not provided as there are many different
couplers used. Follow the color code/function label on the isolator to make the proper
connections to your particular trailer connector.

Route the Red wire from the isolator forward to the battery positive (+) terminal. Using the fuse
holder provided cut & strip the Red wire to the desired length. Crimp it to the fuse holder and
attach it to the battery positive (+) terminal. Be sure to install the isolator fuse and holder
supplied to the batter (+) terminal. When replacing the fuse use only a 10 amp (Red) fuse. Using
higher amperage or by-passing the fuse will cause damage to the isolator and a possible
accidental fire.

Test your trailer lighting functions either by plugging in your trailer or with a test light at the
appropriate colored wires at your connector.



10. Re-install the rear fender, seat and side covers.
NOTE: when installing the tongue into the receiver clean both of any dirt or grit with a rag. This
will reduce the wear of the tongue and receiver.
*Safety chain hook holes are provided on the vertical flange of the main hitch frame just below
the receiver block.
*We recommend the use of a loose plug vs. a mounted receptacle leaving enough wire for the
plug to be outside of the fender. When not plugged into the trailer the connector can be stored
securely by routing it thru the hitch pin clip.

IMPORTANT: AS A SAFETY PRECAUTION CHECK THE FOLLOWING BEFORE EVERY TRIP:
*Visual Inspection of Hitch and Mounting Bolts. *Safety Chains are Attached Properly.
*Trailer Lights Function Properly. *Hitch Pin on & Clipped. *Check Air Pressure In Trailer Tires.
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WIRING DIAGRAM FOR USE WHEN INSTALLING A 5-TO4 WIRE CONVERTER AND ISOLATOR
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| Right Connector
1 Blue Wire

2 Wire Connector
IMPORTANT NOTICE: 1 Green w/ RedWire
BE SURE TO INSTALL THE ISOLATOR FUSE AND HOLDER SUPPLIED TO THE
BATTERY (+) TERMINAL. WHEN REPLACING THE FUSE USE ONLY A 10 AMP (RED)
FUSE. USING A HIGHER AMPAGE FUSE OR BY-PASSING THE FUSE WILL CAUSE

Isolator Output Wire Colors/Function

Color Function
Black Ground
Brown Tail

Green Brake
Orange L Turn
Signal

Blue R Turn Signal
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