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Highway Peg Mounts For  

2018 and Newer Yamaha Star Venture 

Transcontinental and Eluder 

 

1. Lay out and make yourself familiar with the supplied components and fasteners. Starting on the left 

side and referring to photo (1) remove the floorboard rubber pad by lifting upward on the pad while 

using a blade screwdriver to disengage the rubber grommets from the floorboards metal base.  

 

2. As shown in photo (2) hold the left mount up in place so that it rests snuggly up against the outer 

edge of the floorboard (photo 2A). Using a scribe or sharp pencil mark the locations of the three 

mounting holes (photo 2B). 

 

3. Drill three 11/32” holes at the three locations as shown in photo (3A) 

 

4. Using three of the supplies 8x16mm hex bolts and loc-washers install the left mount as shown in 

photo (4 A). Tighten the three bolts securely (12-15 ft. lbs.). 

 

5. Referring to photo (4) install the “C” shaped extension arms as shown and as follows. Locate one of 

the supplied 7/16”x1” hex bolts, loc-washer, flat washer and star or serrated washers. Place the lock 

washer onto the bolt first followed by the flat washer. Next place the bolt with washers thru the 

extension arm followed by the star or serrated washer on the opposite side of the arm. Bolt the am 

with washers onto the mount as shown. NOTE this will place the star or serrated washer between the 

arm and the mount. At this time tighten the bolt enough to hold the arm in place then tighten fully 

after you have installed both sides and the pegs and adjusted to your preference. 

 

6. Replace the floorboard pad by lubricating the mounting grommets and corresponding holes in the 

floorboard with spray silicone or dish soap and water. Put the pad in place and while pressing down 

over one grommet at a time firmly use a screwdriver from the bottom and or between the pad and 

floorboard to have the grommet tips come thru the bottom of the floorboard. 

 

7. Install the right side mount and arm to this point in the same manner. 

 

8. Install your foot peg into the upper hole of the extension arm as shown in photo (5) and make the bolt 

snug only at this time. Sit on the motorcycle then adjust the arms and pegs to the desired position. 

You can also use the other open hole in the arms (photo 5A) to lower the peg or turn the arm around 

so the “C” shape faces the opposite direction to bring the pegs closer to you. Tighten the 7/16” bolts 

(5/8” wrench size) securely 22-26 ft. lbs. Tighten the peg mounting bolts securely. 

. 



Thank you for purchasing a RIVCO Product. 

 

 

RIVCO Products, Inc. 440 S. Pine St., Burlington, WI. 53105   262-763-8222 

To register your warranty and see many other cruiser and bagger accessories, please visit our website. 

www.rivcoproducts.com 

 



 

 



 

 


