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RIVCO 2018+NEWER GOLDWING 

EXPANDABLE TRUNK LID LUGGAGE RACK 

INSTALLATION INSTRUCTIONS 

#GW040 
Read through these instructions completely before attempting installation. Lay out all pieces including hardware to 

make yourself familiar with all parts: 

• (1) Preassembled RIVCO Goldwing Expandable Luggage Rack 

• (4) Custom Molded Rubber Grommets 

• (4) ¼-20 x ¾” long Hex Head Cap Screws 

• (4) Large Flat Fender Washers 

• (4) Small Flat Metal Washers 

• (4) Flat Rubber Washers 

Tools needed: 

• ¼” Drill 

• Step Drill with ¼” to ¾” diameters (or ¾” hole saw with pilot drill) 

• Masking Tape 

• #2 Phillips Screwdriver 

• 5mm Allen Wrench 

• 7/16” Hex Socket & Ratchet (or 7/16” wrench) 

Installing Your RIVCO 2018 Goldwing Expandable Trunk Lid Luggage Rack 

1. Open the trunk and, near the outside corners of the passenger backrest, remove the retaining screws for the 

armrest opening caps (one per side) using a #2 Phillips screwdriver. Remove the caps from the backrest. If your 

Goldwing is equipped with passenger armrests (such as RIVCO’s #GW094 pivoting passenger armrests), you’ll 

need to remove them before proceeding with this installation. 

 

2. Unscrew six #2 Phillips head screws near the front of the trunk to remove the passenger backrest from the trunk 

lid. On models with heated seats, there will be a small wiring harness under the “peak” of the backrest. Unplug 

the wire, lift the backrest off of the trunk lid, and set the backrest aside. Finally, unclip the wire from its routing 

through the trunk lid. 

 

3. Find the six socket head cap screws near the trunk lid hinges and unscrew them using a 5mm Allen wrench to 

separate the trunk lid from the trunk body (Note: This is best done by two people to avoid risking damage to the 

trunk during disassembly; one person holding the trunk lid steady, while the other removes the screws). 

 

4. Working on a soft, clean surface such as a blanket or towel, set the trunk lid painted side down and unscrew the 

four #2 Phillips head screws holding the two trunk lid catches to the trunk lid. Remove the catches from the trunk 

lid, paying attention to which way they were facing when installed. Now, unscrew the additional seven #2 Phillips 

head screws located around the outer edge of the inner trunk lid. Starting towards the front of the trunk lid 

(backrest side), gently pull up on the inner trunk lid to separate it from the outer trunk lid. Set the inner trunk lid 

aside. 
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5. Closely inspect the inside of the outer trunk lid. You will find four pre-marked locations for holes molded into the 

plastic as small ridges, with pre-marked center points. Position a ¼” drill in these center points and carefully drill 

four ¼” holes through the outer trunk lid. 

 

6. Turn the outer trunk lid over and cover the area surrounding the four holes you just drilled with masking tape to 

protect the paint for this next step. Using a step drill (or hole saw with a pilot drill), carefully open each of the four 

¼” holes up to ¾”. Remove the masking tape and clean up any rough edges. 

 

7. In the hardware kit included with your RIVCO expandable luggage rack, find the four black rubber grommets. Turn 

the outer trunk lid over again so you are looking at it from the inside, and closely inspect the surfaces surrounding 

each of the four holes you drilled. You will see a small molded triangular marker next to each hole. Now, inspect 

the rubber grommets to find a molded nub along the lip of each grommet. From the outside of the outer trunk 

lid, insert a rubber grommet into each of the holes you drilled so that when installed, the nub on the lip of the 

rubber grommet aligns with the triangular marker on the outer trunk lid. Set the outer trunk lid aside. 

 

8. Moving to the inner trunk lid, drill four ¼” holes through the center of the four pre-molded trunk mount locations. 

In your included hardware kit, find the four large flat fender washers and attach them to the top side of the inner 

trunk lid using masking tape, aligning them with the holes you drilled earlier. 

 

9. Reassemble the two halves of the trunk lid, starting towards the rear edge and working forward to where the 

backrest would be. Screw in the seven #2 Phillips head screws removed earlier to secure the halves to each other, 

then reinstall the trunk lid catches with four more #2 Phillips head screws. The catches should be installed with 

their angled loop going towards the rear of the bike. 

 

10. Using the six cap head screws removed earlier and a 5mm Allen wrench, reinstall the trunk lid to the hinges on 

the trunk body (Note: This is best done by two people to avoid risking damage to the trunk during reassembly; 

one person holding the trunk lid in position, while the other reinstalls the screws). Close and reopen the trunk to 

ensure the trunk lid operates smoothly & securely. 

 

11. Close the trunk lid, hold your RIVCO expandable luggage rack over the four rubber grommets, and gently slide the 

legs of the luggage rack through the grommets and into the trunk lid (a small amount of liquid, such as dish soap 

or glass cleaner inside the grommets will make this easier). Once all four legs are inserted, gently press down on 

the luggage rack until you feel the legs make contact with the fender washers you installed inside the trunk lid 

earlier. 

 

12. In your included hardware kit, find four ¼-20 x ¾” long hex head screws, four small flat metal washers, and four 

flat rubber washers. Place a metal washer under the head of each screw, followed by a rubber washer. Open the 

trunk and screw each of these into the legs of the luggage rack through the holes you drilled in the inner trunk lid 

earlier using a 7/16” socket on a ratchet, or with a wrench. 

 

13. Reinstall the passenger backrest cushion by setting the wiring harness back in the trunk lid routing & plugging it 

into the backrest (if equipped), and inserting six #2 Phillips heads screws into the backrest through the inside of 

the trunk lid. Reinstall the armrest opening caps in the outside corners of the passenger backrest and secure them 

with the last two #2 Phillips head screws. Or, if your Goldwing was equipped with passenger armrests (such as 

RIVCO’s #GW094 pivoting passenger armrests), you may reinstall them now. 
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14. Check that the trunk lid still operates properly, and that all screws are securely tightened. Installation of your new 

RIVCO Goldwing expandable trunk lid luggage rack is complete! 

 

Using Your RIVCO 2018 Goldwing Expandable Trunk Lid Luggage Rack 

• For smaller loads, place your luggage on top of the luggage rack in its “short” position and secure it using the slots 

located in the front corners, in each side of the rear “spoiler”, and centered directly behind the passenger backrest 

as appropriate. 

• For larger, bulkier loads, open your luggage rack to its “long” position by reaching between the trunk lid and the 

bottom of the luggage rack and loosen the wing nut in the center of the luggage rack. Hold both sides of the rear 

“spoiler” and pull back to extend the luggage rack to its full length, then retighten the wing nut. Place your luggage 

on top of the luggage rack and secure it using the slots described above as appropriate. 

• To avoid negatively affecting your Goldwing’s handling, limit the weight of your luggage on the luggage rack to no 

more than 5lbs (or 2.3kg). 

• When not in use, your luggage rack should be kept in its “short” position, and the wing nut should be kept tight 

at all times when riding. Check the wing nut frequently during long rides to ensure that it hasn’t come loose. 

 

Thank you for choosing RIVCO Products! 

 

 

 

 

 

 

 

 

 

 

 

 

 

RIVCO Products, Inc. 

440 South Pine Street 

Burlington, WI 53105 

262.763.8222 or rivcoproducts.com 

To register your warranty and see many more accessories, please visit our website. 


