
#LED-120V2 LED Headlight 

Replacement Bulb 
Replaces most H9 Low and H11 Hi beam Halogen bulbs. 

 
 
NOTE: Some newer models with CANBUS wiring are sensitive to the lower amount of power used by these LED 

lights. On these models it can trigger a warning light or code on the gages or dash. If this condition occurs when 

you check the bulbs operation as described in step (6,) please call us at 888-801-8222 

 
1. Cover the front fender with a blanket or towel to prevent any scratches or damage. Remove the 

headlight lens and bulb(s) assembly. Most models without a fairing have one to three screws that hold 
the trim ring and lens assembly into the headlight housing. Remove these screws and pull the trim 

ring/lens assembly outward. Most models with a fairing will have a single screw at the bottom of the 
trim ring. Removing this screw and the trim ring, this will expose another set of 3 screws that secure 

the light assembly to the fairing. Remove these screws and then pull outward on the light assembly. 

 
2. Other models with a fairing may require removal of the fairing or the bulb may be accessible from the 

backside of the fairing without removal of the fairing. Consulting your motorcycle owner’s manual 
may also be helpful. 

 
3. Unplug the existing bulbs from the wire harness and remove the light assembly from the housing, shell 

or fairing. 

 
4. Remove the original bulbs by twisting them counterclockwise until they come to a stop and then lifting 

them out of the lens. Connect the wires from the LED bulbs to the wires of the supplied controllers. 
 

5. Install the LED-120V2 bulbs into the lens by aligning the notches in the lens with the tabs on the 

LED-120V2 bulbs, press down until flush - then rotate the clockwise until the LED-120V2 comes to 

a stop. 
 

6. Plug the wires from the LED-120V2 bulbs into the wire harness on the motorcycle as follows. Notice 

on the motorcycles wire harness that one wire is black and one is striped. Also notice on one side of 

the plug from the new LED's that there is a small (+) and (-) sign. When making the connection 

the side with (+) must go to the striped wire on the harness plug. Turn on the ignition, (you may 

also have to start the engine on your bike) and check that both the low and high beams are working. 

If not check that the (+) on the LED plugs are going to the striped wire of the harness plug. Also 

check the dash or gages to see that no warning lights appear. Usually this will be a flashing amber 

light on the gages or dash. Turn the ignition off. 

 
7. If you do get a warning, contact us at 888-801-8222  

 
8. Replace the lens/ring assembly back into the headlight housing or fairing, making sure the wires and 

electronic boxes of the LED-120V2 lights are clear from moving parts and will not be pinched when 
closing the housing. Use cable ties (not supplied) to secure in place if needed. 

 
9. You will notice the RIVCO LED-120V2 bulb is much brighter than factory halogens. That means 

more visibility on the road. To avoid disturbing other drivers, the aim of the headlight housing may 
need to be adjusted. 

 
 

RIVCO, 440 S. Pine St., Burlington, WI. 53105, 262-763-8222  
To register your two year warranty and see many more accessories, please visit our website.   

www.rivcoproducts.com 


